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FTI-CDP1: Notas de preparacion y cobertura del vehiculo F'

Make Model Year Install CAN Lights IGN RAP || 1/0 Changes
DL-CH12 Park / Auto Green White/Blue
Jeep Compass PTS 2020-24 Type 3B SGM Type B2 PSM BCM N/A
FIRMWARE:
Esta instalacion requiere BLADE-AL(DL)-CH12, mdédulo flash y actualizacion del firmware del controlador antes de la instalacion.
INSTALACION:

Los vehiculos tipo 3B utilizan la extension CAN suministrada, conectada directamente a CANH/CANL en el Médulo de puerta de
Fnlat(:je de ?elgu_r!dad (SGM), ubicado muy por encima del pedal del freno. Las disposiciones CAN del arnés no se utilizan en este
ipo de instalacion.

LUCES:

Las luces de estacionamiento ti?o B2 usan el conector de 10 pines pero re%uieren ‘una manipulacién adicional del circuito en el
conector BLADE, redirigiendo el salida amarilla MUX a una resistencia de 500 ohmios (rango de 450-750 ohmios) y la salida de
luz de estacionamiento verde/blanca (-).

ENCENDIDO:
El encendido tipo 3 esta disponible en el conector del médulo de direccion asistida (PSM) (negro, conector de 10 pines, pinn.2 1,
naranja/blancoﬁ ubicado debajo del volante.

RAP:
La energia accesoria retenida es manejada por la provision del arnés (naranja/blanco), y esta conectada al circuito del pasador de
la puerta del conductor en el BCM (conector C6, pin #7, blanco violeta).

FTI-CDP1 - Notas de instalacion y configuracién
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FTI-CDP1 - DL-CH12 - Type 3A 2020-24 Jeep Compass PTS
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Cadigos de error de programacion de LED
El LED del médulo parpadea en ROJO durante la programacion

1x -
2X -
3x -
4x -
5x -
6x -
7X -
8x -

Error de CAN

Codigo clave no aprendido

Sin ENCENDIDO

Sin inmovilizador, comprobar CAN / llave
Error de VIN, verifique el cableado CAN
Ver error 4x

Error de KLON

Sin ENCENDIDO, verifique la conexién
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MODULE PROGRAMMING PROCEDURE - PTS

NOTE 1 O Set ignition to OFF position.

| IMPORTANT: The hood must be closed.

Close driver door.

1 ’;V V Re-open driver door to wake up

data bus.

WARNING:
1 1 Disconnect power last.

Press UNLOCKon OEM remote.
2 Disconnect module from vehicle.

'w (If the vehicle is not equipped
e

with an OEM remote, press
on the module programming

- button.)
Connect module to computer
1 2 = and proceed with extended
Wait, LED will flash BLUE once - programming.
3 o [1x]. If LED does not flash oW @ KLOM
GREEN, repeat step 2. ! |
I {
4 Set ignition to ON position.
WARNING: Do not press module
1 3 programming button.
Connect power first.
Connect module to vehicle.
Wait, if LED turns solid RED S -
5 proceed to step 6. Set ignition to ON position.

If LED flashes BLUE rapidly,
proceed to step 10.

6 OAFF Set ignition to OFF position.

Wait, LED will turn solid BLUE
1 5 for 2 seconds.
Repeat steps 4 to 6, eight times OFF Set ignition to OFF position.
' Cf o
g
=
A

Set ignition to ON position.

Module Programming
1 7 Procedure completed.

ENGINE
START
STOP

Wait, LED will flash BLUE
9 oY rapidly.
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WARNING: READ BEFORE REMOTE STARTING THE VEHICLE

IMPORTANT

| All vehicle doors must be closed and locked prior to remote start sequence. Failure to comply will result in remote starter malfunction.

TAKE OVER PROCEDURE - PTS - TO THE VEHICLE OWNER

NOTE 2 U | TIME RESTRICTI®N
—— — Within 45 SECONDSrom
| All vehicle doors must be closed and locked prior to remote previous step:
start sequence.

Open vehicle door.
Enter vehicle.

u TIME RESTRICTI®N COMING UP ! Close vehicie door

Press and release BRAKE pedal.

Unlock vehicle door using OEM
or after-market remote, or door
request switch. 3 Take over procedure completed.

Failure to follow procedure will result in vehicle engine
shutdown.
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